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Boxdimensions [inch]
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Technicaldata
Luminaire wattage

Ambient temperature
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Walllight,
Lightdiscovered.

A ceiling fixture with classic design.

Powder painted aluminum cast. Front - hot-dip galvanized steel, powder
painted steel. Lens - clear polycarbonate, UV stabilized. Silicone gasket.
EPDM cable gland.

Fixture mounting: 2 holes 0.165 inch spacing 6.1x1.6 inch

Connectionterminals: max 3x2.50 mm"2 AWG, possibility of connecting
the fixture inaloop max 3x1.50 mm*2 AWG. Cable inround jacket with a
diameter of 7.00...10.50 mminch.

Lamp E26
Replaceable light source by an end-user.

3,861bs/4,30Ibs
11,42x11,42x5,91
10,63x10,63x5,51

LED max 9W
TAMAX=+149°F

Spare parts

06620005 Lampshade.

08550005 Gasket.
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Index Color RAL

630UBL BLACK 9005

630UGA HOT-DIP GALVANIZING -
vy Before starting the assembly, please familiarize yourself with the instructions provided with the fixture.
RCC Due to the dynamic development of lighting technology, additional informationis provided at the
ol customer'srequest. Information onrecommended light sources is based on manufacturers' data. We

@I’t OHS do not guarantee the completeness and validity of the offer, therefore we refer to the applicable

011/65/UE technicalinformation of the light source manufacturers. Condensation that may occurin fixturesis a

CERTIFICATE
1S014001

natural phenomenon and does not affect the quality deterioration of the fixture


https://files.norlys.com/Manuals/630U_17392041996577.pdf

