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Walllight,
Lightdiscovered.

A ceiling fixture with contemporary design.

Base - powder painted aluminum cast. Front - hot-dip galvanized steel or
aluminum cast powder painted. Lens - clear polycarbonate, UV stabilized.
Silicone gasket.

Fixture mounting: 2 holes 0.177 inches, spacing 3.54x6.30 inches.

Connection terminals: max 3x0.001in2en Option to connect fixture inloop
max 3x0.0009in2. Round cord diameter 0.11...0.16 inch.en

Lamp E26
Replaceable light source by an end-user.

3,42lbs /3,79 lbs
13,98 x6,69%x4,72
12,20%x6,30x4,13

LED max 9W
+77°F, up to +122°F onrequest
TAMAX=+149°F

Concreting anchor

Lampshade.

Gasket.
Color RAL
BLACK 9005

HOT-DIP GALVANIZING -

Before starting the assembly, please read the instructions attached to the fixture. Due to the dynamic
development of lighting technology, we provide additional information at the customer's request
Information onrecommended light sources is based on manufacturers' data. We do not guarantee the
completeness or validity of the offer, therefore we refer to the current technical information from the
light source manufacturers. Condensation that may occurin the fixtures is a natural phenomenon and
does not affect the quality of the fixture.
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