#4 noRrwys STOC

110-120V|
60Hz

=]

E26

Foal

11.42
a a a a =1
o
N
o~
—
o~ ! !
(o] O "Q o
<
Norlys AS Wanagomen
ystem

P.BT1014 Hoff, 0218 Oslo
Hovfaret 4B, 0275 Oslo

Norway
+47 2412401
firmapost@norlys.no

1S0 9001:2015
IATF 16949:2016

www.tuv.com
ID 9108651873

Type of luminaire
Type of lumianire

Photometric body

Characteristics of the luminaire

Generalinformation

Materials
Terminal

Type of light source

Net / gross weight of luminaire
Box dimensions [inch]

Luminaire dimensions [inch]

Technical data
Luminaire wattage
TaRatedtemperature

Ambient temperature

Spare parts
06280007
08280014

Files to download

Manual

Indexes
Index
280UBL
280UWH

oy
jes
iCert

CERTIFICATE
1S014001

oHS

011/65/UE

KHOLM 280U

Stockholm 280XXUO10
21.02.2025v.10.5
www.norlys.no

Walllight,
Lightdiscovered.

Wall-mounted fixture with Scandinavian design, for generaluse. Canbe
mounted on the corners of architectural structures.

Hot-dip galvanized and powder-coated steel. Lens - transparent plastic
PMMA. Silicone gasket. EPDM cable gland.

Terminal blocks: max 2x14 AWG, possibility of looping the fixture max 2x16
AWG. Cablein around sheath with a diameter of 0.28...0.47inch.

Lamp E26
Replaceable light source by anend-user.

4,621bs /5,40 Ibs
10,63x6,30x12,40
1,42x11,42x12,20

LED max9W
+77°F ,up to +122°F onrequest
TAMAX=+149°F

Lampshade.

Gasket.
Color RAL
BLACK 9005
WHITE 9003

Before starting the assembly, please familiarize yourself with the instructions attached to the fixture.
Due to the dynamic development of lighting technology, additional informationis provided upon
customerrequest. Information onrecommended light sources is based on manufacturers' data. We do
not take responsibility for the completeness and validity of the offer, therefore we refer you to the
applicable technical information from light source manufacturers. Condensation that may occurin
fixturesis a natural phenomenon and does not affect the quality of the fixture


https://files.norlys.com/Manuals/280U_17392653957426.pdf

