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Ceiling fixture.
Single-sided light with 25D beam angle facing down

Ceiling fixture with classic design. Suitable forlighting both private areas
and public spaces.

Powder painted aluminum cast. Lens - safety glass, satin. Silicone gasket.
EPDM cable gland.

Fixture mounting: 2 holes 0.18 inch, spacing 2.68x2.68 inch.

Connectionterminals: max 3x14 AWG, possibility of looping the fixture max
3x16 AWG. Cable inround sheath with a diameter of 0.28...0.41inch.

LED GU10 lamp
Replaceable light source by an end-user.

1,301bs/2,20Ibs
4,72x3,35x5,31
3,15x3,15%x5,12

TAMAX=+149°F

Manual
Color RAL
ALUMINUM 9006
BLACK 9005
GRAPHITE 7016
WHITE 9003

Before starting the assembly, please refer to the instructions attached to the fixture. Due to the dynamic
development of lighting technology, additional informationis provided upon the client's request
Information onrecommended light sources is based on manufacturers' data. We are not responsible for
the completeness and validity of the offer, therefore we refer to the current technical information from
the manufacturers of light sources. Condensation that may occur in fixtures is a natural phenomenon
and does not affect the deterioration of the fixture's quality.


https://files.norlys.com/Models_Drawings/795U_17392635966915.zip
https://files.norlys.com/Manuals/795U_17392635967681.pdf

