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Type of luminaire

Type of lumianire
Photometric body

Characteristics of the luminaire

Generalinformation
Materials

Mounting method

Walllight,
Diffuse downward-directed hemispherical light

Afitting with classic and simple design for general use.

Hot-dip galvanized steel. Powder painted steel. Lens - satin
polycarbonate, UV stabilized . EPDM cable gland.

Fixture mounting: 2 oval holes 0.22 inch spaced 3.94 inch apart.

Connecting terminals: max 3x14 AWG, possibility of connecting the fixture
Terminal inaloop max 3x16 AWG. Cable in around sheath with a diameter of
20.28...0.4%inch.

Lamp E26

Vg et gl soies Replaceable light source by an end-user.

Net/ gross weight of luminaire 2,311bs/2,311bs
11,22x6,89esx6,1

Luminaire dimensions [inch] 11,02x6,30x5,51

Boxdimensions [inch]

Technical data

Luminaire wattage LED max9W

— THD factor +25°C

T} Ambient temperature TAMAX=+149°F

LN
Spare parts

1102 630 06163001 Lampshade.
Files to download
Manual
Indexes
Index Color RAL
163UBL BLACK 9005
163UGA HOT-DIP GALVANIZING -
163UWH WHITE 9003
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https://files.norlys.com/Manuals/163U_17392631389506.pdf

