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Type of luminaire
Type of lumianire
Photometric body

Characteristics of the luminaire

Generalinformation

Materials
Mounting method
Terminal

Type of light source

Net/gross weight of luminaire
Boxdimensions [inch]

Luminaire dimensions [inch]

Technical data
Luminaire wattage
TaRatedtemperature

Ambient temperature

ACCeSSOrIeS sold separately
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Post light fixture.
Lightdiscovered.

Afixture with Scandinavian design. Forlighting gardens, terraces and other
architectural concepts.

Hot-dip galvanized and powder-coated steel. Lens - transparent plastic

Fixture mounting: using the included mounting anchor, 3 holes of 20.28
inchona@4.72inch diameterevery 120°.

Connectionterminals: max 2x14 AWG. Cable with around sheath with a
diameter of max 0.47 inch.

Lamp E26
Replaceable light source by an end-user.

12,021bs /13,451bs
12,20x7,48x46,85
10,63x10,63x 46,46

LED max 9W
+77°F, up to +122°F onrequest
TAMAX=+149°F

206GA0010 & Ground anchor

2057X0010 & Concreting anchor

3080GA0009 & Mounting adapter

Spare parts

06280007 Lampshade.

08280014 Gasket.

Files to download

Manual

Indexes

Index Color RAL

285UBL BLACK 9005
vy Before starting the installation, please familiarize yourself with the instructions attached to the fixture.
RCC Due to the dynamic development of lighting technology, additional information is available upon
e customerrequest. Information onrecommended light sources is based on manufacturer data. We are

@rt OHS notresponsible for the completeness and validity of the offer, therefore, we refer to the applicable
011/65/UE technicalinformation from the light source manufacturers. Condensation, which may occurin fixtures, is

CERTIFICATE
1S014001

anatural phenomenon and does not affect the deterioration of the quality of the fixture.


https://datasheet.norlys.com/home_new,search,206GA0010
https://datasheet.norlys.com/home_new,search,206GA0010
https://datasheet.norlys.com/home_new,search,205ZX0010
https://datasheet.norlys.com/home_new,search,205ZX0010
https://datasheet.norlys.com/home_new,search,3080GA0009
https://datasheet.norlys.com/home_new,search,3080GA0009
https://files.norlys.com/Manuals/285U_17392673587908.pdf

