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Before starting the assembly, please read the instructions attached to the luminaire. Due to the dynamic
development of lighting technology, we provide additional information at the customer's request.
Information on recommended light sources based on manufacturer data. We are not responsible for the
completeness and validity of the offer, therefore we refer to the current technical information from light
source manufacturers. Condensation that may occur in luminaires is a natural phenomenon and does
not affect the deterioration of the quality of the luminaire.
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Type of luminaire
Type of lumianire Wall light,

Photometric body Light discovered.

Characteristics of the luminaire Wall-mounted fixture with Scandinavian design, for general use. Can be
mounted on corners of architectural structures.

General information
Materials Hot-dip galvanized steel. Powder painted steel. Lens - transparent plastic

PMMA. Silicone gasket. EPDM cable gland.

Terminal Connection terminals: max 2x14 AWG. Cable in round sheath with diameter
ø0.28...0.41 inch.

Type of light source Lamp E26
Replaceable light source by an end-user.

Net / gross weight of luminaire 7,89 lbs / 9,10 lbs

Box dimensions [inch] 14,17 x 8,46 x 15,55

Luminaire dimensions [inch] 15,19 x 15,2 x 14,96

Technical data
Luminaire wattage LED max 9W

Ta Rated temperature +77°F, up to +122°F on request

Ambient temperature TA MAX=+149°F

Spare parts
06281002 Lampshade.

08281001 Gasket.
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286UBL BLACK 9005

https://files.norlys.com/Manuals/286_17392696473427.pdf

