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Before starting the assembly, please read the instructions attached to the fixture.
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Type of luminaire
Type of lumianire Wall light,

Photometric body Single-sided light with 25D beam angle facing down

Characteristics of the luminaire Wall fixture with classic design. For lighting private areas
and public zones.

General information
Materials Powder painted aluminum cast. Lampshade - safety glass, transparent.

Silicone gasket. EPDM cable gland.

Mounting method Mounting of the fixture: 2 holes ø 0.18 inch, spacing 1.46 inch x 3.15 inch.

Terminal Connection terminals: max 3x4299.03mil², possibility of looping luminaire
max 3x2480.31mil². Cord in round sheath with diameter ø2.76...4.13inch.

Type of light source GU10 Lamp
Replaceable light source by an end-user.

Net / gross weight of luminaire 2,31 lbs / 2,54 lbs

Box dimensions [inch] 4,72 x 3,35 x 5,51

Luminaire dimensions [inch] 4,33 x 3,15 x 5,31

Technical data
ULOR 0%

Ta Rated temperature +77°F, up to +122°F on request

Ambient temperature TA MAX=+149°F

Files to download
Manual

Indexes
Index Color RAL

1740UAL ALUMINUM 9006

1740UBL BLACK 9005

1740UGR GRAPHITE 7016

1740UWH WHITE 9003

https://files.norlys.com/Manuals/1740U_17392643329537.pdf

