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Przed rozpoczęciem montażu, należy zapoznać się z instrukcją dołączoną do oprawy.
Ze względu na dynamiczny rozwój technologii oświetleniowej, dodatkowych informacji udzielamy na życzenie
klienta.
Informacje zalecanych źródeł światła na podstawie danych producentów z 2019 roku. Nie odpowiadamy za
kompletność i ważność oferty, dlatego odsyłamy do obowiązujących informacji technicznych producentów
źródeł światła.
Kondensacja, która może występować w oprawach, jest zjawiskiem naturalnym i nie wpływa na pogorszenie
jakości oprawy.
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Type of luminaire
Characteristics of the luminaire Classic design ceiling luminaire. For lighting private areas and public spaces.

General information

Materials Powder painted aluminum cast. Lens - safety glass, transparent. Silicone
gasket. EPDM cable gland.

Mounting method Fixing of the luminaire: 2 holes ømm, spacing mm.

Terminal Connection terminals: max 3x2,5mm², possibility to connect luminaire in loop
max 3x1,5mm². A round wire in the isolation with a diameter of ø7...10,5mm.

Type of light source LED module AC integrated

Light control Phase-dimming (TRIAC).

Net / gross weight of luminaire 1,47kg / 1,58kg

Technical data
2 LED modules Lumens EDC 38C 8W xxx 230V A Ver.1.2 (Datasheet)

Light source wattage 2x8W

Luminaire wattage 16W

Lamp luminous flux 1512lm

Luminaire luminous flux 1126lm

Efficiency of the luminaire 70,4lm/W

Color temperature 3000K

Colour consistency (McAdam
ellipse) SDCM3

Colour rendering index CRI 80

Rated life time L70/B50 at 25°C >50 000h

LED photobiological threat RG0 or RG1

Energy Efficiency Index

Power Factor luminaire PF>0,98

THD factor < 20%

Ta Rated temperature +25°C

Max ambient temperature -35...+35°C

Inrush current 70mA / 60ms

Spare parts
4699102301 LED module.

ZS1732zx0009 Service set.

Files to download
Photometric LDT files Photometric IES files

Manual

Indexes
Index Color RAL

1732AL ALUMINIUM 9006

1732B BLACK 9005

1732GR GRAPHITE 7016

1732W WHITE 9003

https://files.norlys.com/Moduly_LED/Datasheet _EDC_38C_8W_XXX_2XXV_A101_Rev0.4.pdf
https://files.norlys.com/LDT_Files/1732_15845391798144.zip
https://files.norlys.com/IES_Files/1732_15845391798108.zip
https://files.norlys.com/Manuals/1732_1588681006704.pdf

